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Familie von Steh- und Wandleuchten mit LED-Lichtquellen, LED- 

und DTW-Versionen (DIM to Warm). Die beiden Elemente sind aus 

stranggepresstem Aluminium. Das Modell ist in den Farben weiß, 

anthrazit-, champagner- und mokafarben lieferbar. Das 

Drehelement ist poliert, weiß oder anthrazit lackiert. Das in der 

Struktur integrierte Uplight ist in LED erhältlich und streut ein 

diffuses Licht an die Decke. Das Leuchtmittel im Drehelement ist in 

LED oder Leuchtstoff erhältlich und verbreitet eine diffuse 

Lichtstreuung, die individuell reguliert werden kann. Das EVG ist in 

der Struktur integriert. Das Netzteil ist bei beiden Versionen 

integriert, während der Das Netzteil ist bei beiden Versionen 

integriert, während der Dimmer bei der LED + LED-Version am 

Kabel und bei der DTW-Version integriert ist.
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LED
 
LAMPING
Source LED board + linear LED
Total power 23+40W
Emission up and side vertical emission, indirect
Switching double, dimmable (DALI on request)
Tension 230V
Color temperature 2700K/3000K
Luminous flux 1820+3060lm
Typ CRI 83
Energy class A+
Materials aluminium + PMMA
Notes orientable diffuser, up and side emission, anthracite 

RAL7016, champagne RAL9007
 
Codes Structure/Diffuser
ARA TWW 2B white/white
ARA TWL 2B white/polished
ARA TXL 2B anthracite/polished
ARA TDL 2B champagne/polished
ARA TXX 2B anthracite/anthracite
ARA TML 2B moka/polished
 
PACKAGE
Package 01 Dimension: 51x39x12 cm / Gross weight: 13 kg
Package 02 Dimension: 31x16x183 cm / Gross weight: 9 kg
 
Certificazioni
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LED DTW
 
LAMPING
Source LED board + linear LED
Total power 27+45W
Emission up and side vertical emission, indirect
Switching double, dimmable dim to warm on board
Tension 220-240V
Color temperature from 2200K to 3000K
Luminous flux 2390lm + 3426lm
Typ CRI 83
Energy class A+
Materials aluminium + PMMA
Notes orientable side diffuser, up and side emission, anthracite 

RAL7016, champagne RAL9007
 
Codes Structure/Diffuser
ARA LWW 24 white/white
ARA LXX 24 anthracite/anthracite
ARA LDL 24 champagne/polished
ARA LXL 24 anthracite/polished
ARA LML 24 moka/polished
 
Certificazioni
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